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Two different carbon nanofibers were incorporated in in the same polypropylene by twin-
screw extrusion. Electrically, the two carbon nanofiber based composites demonstrated to 
have different response: non-conducting and conducting as a function of volume fraction 
concentration. A large difference in the rheological behavior of both composites has been 
measured. Furthermore, after comparing electrical conductivity and rheological analysis, it is 
concluded that G´ / G´´ is the most appropriate rheological parameter for comparing with 
electrical behavior. 
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Two different types of carbon nanofibers (CNF) were incorporated in the same polypropylene 
(PP) matrix by twin-screw extrusion. The electrical characterization of both CNFs / PP 
composites as a function of volume fraction show different electrical performance: 
conducting and non-conducting. The objective of this work is to study the rheological 
behaviour of both composites with the aim of relating it to the electrical behaviour. The 
results indicate that the rheological behaviours are different, suggesting that rheology 
differentiates the microstructural variations responsible for the electrical performance. 
Furthermore, the main rheological parameters were correlated to the electrical conductivity. 
The results show that G´/ G´´ and G´ are the most sensitive parameters when compared to the 
onset of electrical percolation. Finally, in spite of the intrinsic measuring differences between 
electrical and rheological analysis, the two calculated thresholds are very similar: ~ 0.5 for 
the rheological and ~ 0.4 for the electrical.  
 




Several nanostructures composed of graphitic layers, including nanographene platelets 
(NGPs), carbon nanoﬁbers (CNFs) and nanotubes (CNTs) are currently the focus of intense 
investigation. CNFs in particular have a unique morphology in which exposed graphene edge 
planes are placed on the outer surface of the fiber.
1
 Their outer diameter, which ranges from 
50 to 200 nm, is slightly larger than CNTs. The inner diameters and lengths range from 30 to 
90 nm and from 50 to 100 µm, respectively.
2,3
 Furthermore, their excellent electrical, thermal 
and mechanical characteristics as well as their simple incorporation and dispersion into 
polymers at a lower cost in comparison to carbon nanotubes, have converted CNFs into an 
object of study in several fields of materials science.
4,5 
An important area of application of carbon nanofibers is in the field of composite materials. 
By incorporating relatively small loadings of CNFs in a polymer matrix, electrically 
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conductive composites can be produced, while at the same time increasing its mechanical 
properties. Some of the final uses of these CNFs based polymer composites are electrostatic 
dissipative (ESD), electromagnetic shielding (EMI) and radio frequency interference (RFI) 
materials.
6,7 
Up to now, the majority of research in CNTs and CNFs based polymer composites has been 
motivated by the importance of several key-factors for the development of conducting and 
structural multifunctional materials: composites morphology, analysis of dispersion and 
distribution of nanofillers in the polymer, polymer-nanofiller interactions and the lowest 
loading required for conductive network formation.
4,8-11
   
Additionally, it has been commonly established that rheological analysis, besides being a 
method to study viscoelastic properties to assess processing behavior, provides insights on 
the interaction between carbon nanostructures and polymer in the melt state. 
12, 13 
Kharchenko 
et. al characterized the transport property transitions in multiwall nanotubes (MWNT) 
dispersed in polypropylene (PP). In their study the electrical threshold (0.0025 volume 
fraction) precedes the rheological threshold (0.01 volume fraction), based on the rheological 
analysis of the inverse of loss tangent (G´/G´´).
14
 By plotting G´ as a function of nanotube 
loading in single-walled carbon nanotube (SWNT) / poly(methyl methacrylate) (PMMA) 
nanocomposites, Du et. al reported a rheological threshold of 0.12 wt %, whereas a value of 
0.39 wt % was obtained for the electrical threshold.  In this study, the onset of viscoelastic 
behavior was explained as the loading from which the distance between nanotube clusters is 
shorter than the size of the polymer chain causing restriction of polymer motion.
12
 More 
recently, in their attempt to compare quantitatively electrical with rheological values in 
polystyrene (PS) containing MWCNTs, Kota et. al conclude that the storage modulus, G´, 
and G´/G´´, rheological parameters related to the elastic load transfer, are more sensitive to 
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Though several attempts to correlate conductivity with rheological properties have been 
discussed in CNT based polymer nanocomposites, there are only few studies focused on the 
investigation of percolation thresholds through electrical and rheological analysis of CNF 
based polymer nanocomposites.
16
 Furthermore, to our knowledge, there is no investigation 
evaluating rheological and electrical properties in electrical and non-electrical conducting 
composites with the aim of discussing if rheological analysis allows distinguishing electrical 
conducting from electrical isolating response in this kind of systems. Besides, in order to 
compare electrical with rheological thresholds, the most sensitive rheological parameter is 
calculated. The work has been performed with two different CNFs incorporated in the same 
polypropylene (PP) matrix through twin-screw extrusion under the same processing 
conditions.  
EXPERIMENTAL 
Materials and Methods 
A PP powder, Borealis EE002AE, was used as polymer matrix. The two types of stacked-cup 
CNFs used in this study (PR 24 LHT XT and PR 25 PS XT), commercially known as 
Pyrograf  III
TM
, were supplied by Applied Sciences, Inc. (ASI, Cedarville, OH, USA). 
Electrically conducting fibers, PR 24 LHT XT, in the form of a loose powder with a bulk 
density of ~ 1.95 g/cm
3
 and a highly graphitic outer wall layer, have an average diameter of 
80 nm. They have been heat-treated at temperatures of 1500 ºC. Electrically conducting 
fibers, PR 25 PS XT, with a bulk density of ~ 0.032 g/cm
3
 and an outer layer consisting on a 
disordered pyrolytically stripped layer with a large number of graphitic edge sites available 
along the length, have an average diameter of 120 nm.
17,18
 They have been heat-treated at 
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temperatures of 600 ºC. Both types of CNFs had a debulking treatment in order to lower their 
respective bulk densities. 
PP/CNF nanocomposites were fabricated, under the same processing conditions, on a 
modular lab-scale intermeshing mini-co-rotating twin-screw extruder, with a screw diameter 
of 13 mm, barrel length of 31 cm and an approximate L / D ratio of 26, coupled to a 
cylindrical rod dye of approximate 2.85 mm of diameter. The extruded PP/CNF 
nanocomposites were then pelletized and pressed into compression-moulded with the 
appropriate geometries for electrical and rheological tests. A detailed description of the melt-
compounding conditions and machining of samples has been previously published.
19 
The nomenclature used to designate the composites is summarized in Table 1. 
Characterization  
Morphological characterization and CNF dispersion of the composites were examined using a 
JEOL JSM-6400 scanning electron microscope (SEM) at an accelerating voltage of 20 kV. 
The samples were broken under cryogenic conditions and then sputter-coated with a thin 
layer of gold before testing. 
Electrical characterization was performed by measuring the bulk resistance of ten rectangular 
replicates per sample with an automated Keithley 487 picoammeter/voltage source and then 
the total average was calculated. The samples´ dimensions were 49 mm x 10 mm x 1 mm. All 
the experiences were performed at room temperature in direct current (DC) by using the two-
probe method. The samples´ extremities were painted with conductive silver paste. The 
volume conductivity in S m
-1
 was calculated taken into account the geometrical 
characteristics of the samples.
19
  
Viscoelastic characterization was performed using a controlled strain rheometer (ARES, TA 
Instruments) with parallel-plate geometry (25 mm diameter, 2 mm gap) at 190 ºC. Complex 
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viscosity (η*), storage modulus (G’), loss modulus (G’’) and inverse of loss tangent (G´ / 
G´´) were measured as a function of frequency (ω). The rheological tests were performed in 
the linear viscoelastic region (LVE) where the modulus is independent of strain. The linear 
viscoelastic region was determined by a strain sweep before testing the viscoelasticity of the 
composites under a frequency test. At the end, frequency sweep measurements were set up in 





RESULTS AND DISCUSSION 
Morphological analysis 
The SEM observations of the 1.9 % vol CNFs filled nanocomposites demonstrate that the two 
composites reveal different structures. PR 24 LHT XT composites, electrically conducting for 
1.9 % vol loading, show that CNFs are well dispersed, distributed and close enough to each 
other, Figure 1(a). PR 25 PS XT composites, in opposite, though show also well distributed 
and dispersed morphology, exhibit a larger distance between fibers for the same loading of 
1.9 % vol. This fact suggests the need of a larger content of CNFs to provide electrical 
conductive composites, Figure 1(b). 
Electrical properties in CNFs / PP nanocomposites 
The electrical volume conductivity of the neat PP and CNF/PP composites as a function of 
CNF concentration is represented in Figure 2. Each data point on the plot represents the 




. PR 24 
LHT XT composites increased by 9 orders of magnitude, approaching a value of 14.9 S m
-1
 
for 2.4 % vol  loading, whereas PR 25 PS XT composites showed no relevant increase of the 
electrical conductivity for all filler loadings. The heat treatment at temperatures of 1500 ºC of 
PR 24 fibres (LHT grade) with a more ordered structure on the fiber´s surface and better 
intrinsic conductivity, together with the higher bulk density which allows better distribution 
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and dispersion in the PP, unlike PR 25 fibers, demonstrate superior electrical conducting 
results for this particular polymer and processing method.
20
  
The variation of the transport properties with dispersion state of carbon-based 
nanocomposites is usually understood in the framework of the percolation theory.
21-23
 
According to this, the behavior of the conductivity can be described by the following power 
law relation: 
( )tcφφσ −∝  (1) 
where σ is the electrical conductivity, t is a critical exponent, Φc the critical volume fraction 
and Φ the filler volume fraction. Experimental percolation threshold for PR 24 LHT XT 
composites is bounded between ~0.2 and ~ 0.5 % vol, as shown in Figure 2. More precisely, 
by means of equation 1, a value of 0.42 % vol ± 0,07 is obtained. The critical exponent value 
~1,75 is in agreement with the theoretical 3D values. The critical exponent points out that the 
conductivity is related to the formation of a 3D network that spans the system, whereas the 
experimental values of percolation threshold represent a deviation from theoretical prediction 
associated to the existence of small agglomerates, as previously discussed.
19 
Rheological properties in CNFs / PP nanocomposites 
The frequency dependence of the shear storage modulus G´, the loss modulus G´´, inverse of 
the loss tangent G´/ G´´, and complex viscosity η*, for the two composites with different 
loadings of CNF, at the temperature used during the extrusion, i. e., 190 ºC, are shown in 
Figures 3, 4, 5 and 6, respectively. Several common features can be observed. First, a 
reduction for the two lowest loadings 0.2 and 0.5 % vol compared with the neat PP is 
observed in all rheological properties. In this regard, the CNFs may act as nucleating agents 
for PP and make the polymer chains to be well aligned and ordered. However, for higher 
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loadings, the surface available for nucleating is huge and there are not enough polymer chains 
to go and crystallize on the fibers.
24
  
The filled composites and the neat PP exhibit similar results due to shear-thinning effect in 
the high frequency region.
25
 Overall, it is accepted that, at low frequencies, viscoelastic 
behavior shows information about the formation of fibers´ networks at a certain levels of 
reinforcement,
12
  while at high frequencies the rheological analysis reflects motions of short 
molecular chains independently of filler.
26 
Particularly in Figure 3, the storage modulus, G´, which provides a measure of “stiffness”,
27, 
12, 14
 is compared for all composites as a function of frequency. For PP / PR 24 LHT XT 
composites, Figure 3(a), for a frequency of 0.1 rad/s, G´ exhibits an abrupt change in 
modulus between 0.5 and 0.9 % vol with values of 21 and 860 Pa, respectively, with a 
maximum of 15411 Pa for 2.4 % vol. A total increase of three orders of magnitude therefore. 
This point indicates the creation of a continuous filler´s network which restrains the long-
range motions of the polymer chains.
26
 In addition, at loadings higher than 0.5 % vol, the G´ 
is clearly less dependent on frequency than for lower volume fractions. This particular 
response is associated with the transition from liquid-like to solid-like viscoelastic behavior.
12
  
It has been discussed in previous studies that dispersion plays a key role in the viscoelastic 
properties of CNT/polymer nanocomposites. In this study, PP / PR 24 LHT XT composites 
demonstrate to have a low-frequency slope of G´ at the highest loadings of CNFs, which has 
been associated to good dispersion.
12
  
PP / PR 25 PS XT composites, on other hand, do not reveal significant changes in behavior 
compared to pure PP, Figure 3(b). Further, a modest increase of modulus with a maximum of 
173 Pa for 2.4 % vol loading is observed for 0.1 rad/s. According to the above discussion, 
this behavior together with the frequency dependence of G´ for all volume fractions may 
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indicate that PP / PR 25 LHT XT composites have not formed yet an interconnected structure 
even at the maximum loading of 2.4 % vol. 
The loss modulus, G´´, which provides a measure of viscous resistance to deformation, as a 
function of frequency, is shown in Figure 4. Consistently with storage modulus, at low 
frequencies G´´ increases with increasing CNF content for all composites, with exception of 
the two lowest loading contents of CNF 0.2 and 0.5 % vol. On the other hand, the increase in 
G´´ is lower than the storage modulus G´ at a fixed CNF content. This lower behavior was 
already reported.
26, 27
 Again, the increase is more pronounced for PP / PR 24 LHT XT 
composites, which above a content of 0.9 % vol show a clear change in behavior compared to 
pure PP. This last circumstance is not observed for PP / PR 25 PS XT composites, which 
suggests that there is no evidence of interconnected nanofiber´s networks. 
Supplementary information about interaction between CNFs and the polymer can also be 
estimated through the inverse loss tangent (G´´/G´), Figure 5, which relates elastic (G´) with 
dissipative (G´´) characteristics of the composites.
14
 The curves follow the same trend of G´ 
and G´´. Nevertheless, it is important to highlight the sharp variation between 0.5 and 0.9 vol 
%, as it happens with G´ for the same content of CNF, in PP / PR 24 LHT XT composites. 
The frequency dependence of the complex viscosity, η*, for the PP / CNFs nanocomposites is 
shown in Figure 6. The pure PP shows a Newtonian plateau at low frequencies, whereas for 
PP / PR 24 LHT XT composites, from 0.5 % vol the plateau decreases and yield stress 
appears, consistently with behaviors observed for G´ and G´´.  
PP / PR 25 LHT XT composites, although show a clear variation in value of η* between 0.9 
and 1.4 % vol, do not change apparently the shape of the curve. 
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Summarizing the quantitative assessment of the experimental rheological analysis, depending 
on the type of carbon nanofiber substantial differences can be appreciated between the two 
composites. PP / PR 24 LHT XT composites, consistently with theoretical predictions and 
previous experimental reports in CNTs based polymer composites, show a transition between 
liquid-like and solid-like: as the nanofiber content increases, the creation of some 
interconnected structure leads to a solid-like behavior (G´ > G´´), which explain the plateaus 
or independence behavior with frequency for G´ and G´´ at the lower frequencies.
27, 29 
Comparison of electrical and rheological behaviors in CNFs / PP nanocomposites 
Electrical and rheological correlations may constitute a route to understand composites´ 
microstructure.   
According to the electrical results, PR 24 LHT XT composites exhibit an abrupt transition 
from isolating to electrical conducting behavior, which can be described in the context of 
percolation theory, from contents of CNFs of ~ 0.42 % vol. In terms of microstructure, this 
fact is related to the formation of a 3D CNFs´ network which allows electrical transport. PR 
25 LHT XT composites, on their hand, do not show isolating-to-conducting electrical 
transition. 
First, in order to calculate the most appropriate rheological parameter to describe rheological 
thresholds, the normalized logarithm values of G´, G´´, G´ / G´´ and η* are plotted and 
compared with the normalized logarithm values of electrical conductivity for PR 24 LHT XT 
composites in Figure 7.
15
 Though G´ is commonly reported as the most adequate rheological 
parameter to describe rheological thresholds, up to now this question is still under discussion 
and different assumptions have been reported in the literature: power-law dependence based 
on G´ ,
15, 12, 30
 power-law dependence based on G´/ G´´,
14, 15
 and even on η*.
31
 In Figure 7, 
apart the two first concentrations with negative values due to the reduced viscosity discussed 
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above, the normalized logarithm values of G´´ and η* show a gradual increase with 
concentration when compared with G´ and mainly with G´/ G´´ which demonstrates to be the 
most sensitive parameter to the rheological thresholds and the most adequate parameter for 
comparing with electrical conducting values from 0.9 % vol. This is in accordance with the 
study by Kharchenko et. al, which uses the inverse of loss tangent to compare with electrical 
conductivity,
14
 and the study by Kota et. al, which concludes that η* and G´´, related to 
viscous response, are less sensitive than G´ and G´ / G´´ , related to the elastic response.
15
  
In order to compare the rheological and electrical thresholds, a power-law was fitted to G´/ 
G´´ and G´.  The equations used and the two rheological parameters, together with the 
determined values of σ, are listed in Table 2. As it can be seen, the rheological threshold 
based on G´/ G´´ analysis is ~ 0.49 % vol whereas for G´ is ~ 0.47 % vol, which indicates that 
the rheological threshold occurs at a slight higher concentration than the electrical percolation 
threshold (0.42 % vol ± 0,07). The different values obtained for rheological and electrical 
thresholds in literature are cause of discussion. Some studies show that rheological threshold 
occurs after electrical percolation, referring that connectivity between fibers precedes rigidity 
percolation of the system.
14
 Others studies, nevertheless, point out the opposite, on the basis 




The exponents calculated on the basis of a normal power law relation, were 0.52 for G´ / G´´ 
and 1.54 for G´. Even though for the electrical percolation theory the exponents are assumed 
to be universal with theoretical 3D values of ~ 2, a wide range of values have been reported 





 2.64 and 2.59,
32
 which suggests that G´ or G´/ G´´ follow different scaling 
laws to describe their volume fraction dependence when compared with electrical conducting 
σ.
32 
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Two different CNFs were incorporated in in the same polypropylene (PP) matrix by twin-
screw extrusion under the same processing conditions. Electrically, the two carbon nanofiber 
based polypropylene composites demonstrated to have different response: non-conducting 
and conducting as a function of volume fraction concentration. A large difference in the 
rheological behavior of both composites has been measured. Whereas the electrical 
conducting composites based on PR 24 LHT XT carbon nanofibers show liquid-like to solid-
like transition which leads to the plateaus for G´, G´´ at low frequencies, the electrical 
isolating composites based on PR 25 PS XT carbon nanofibers remain practically unaltered in 
their rheological behavior when compared to the pure PP composites. This fact suggests that 
rheological analysis clearly differentiates electrical conducting from insulating performance 
for this particular type of systems. Furthermore, after comparing electrical conductivity and 
rheological analysis, it is concluded that G´ / G´´ and in less extent G´ are the most 
appropriate rheological parameters for comparing with electrical behavior, which is 
consistent with previous works that identify elastic load rheological parameters as the best 
candidates to compare to the onset of electrical percolation. The rheological threshold fitted 
from G´/ G´´ was found to be ~ 0.5 % vol, slightly higher than electrical percolation threshold 
~ 0.4 % vol. Finally, the difference found between exponents in G´/ G´´ and G´ fittings, 
suggests different scaling laws to describe their volume fraction dependence when compared 
with electrical conductivity σ. 
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FIGURE 1 SEM micrographs of  1.9 % vol PP / CNFs composites: (a) PP / PR 24 LHT XT 
composites, (b) PP / PR 25 PS XT composites. 
FIGURE 2 Electrical conductivity values versus volume fraction loadings of CNFs and 
corresponding fit using equation 1. R2 is 0.99 for the PP/ PR 24 LHT XT composites fitting. 
 
FIGURE 3 Storage moduli of (a) PP / PR24LHTXT composites and (b) PP / PR25PSXT 
composites as a function of frequency at 190 º C.  
FIGURE 4 Loss moduli of (a) PP / PR24LHTXT composites and (b) PP / PR25PSXT 
composites as a function of frequency at 190 º C.  
FIGURE 5 Inverse loss tangent of (a) PP / PR24LHTXT composites and (b) PP / PR25PSXT 
composites as a function of frequency at 190 º C. 
FIGURE 6 Complex viscosity of (a) PP / PR24LHTXT composites and (b) PP / PR25PSXT 
composites as a function of frequency at 190 º C.  
FIGURE 7 The normalized log values of electrical conductivity σ, storage modulus G´, loss 
modulus G´´, inverse loss tangent G´ / G´´ and complex viscosity η
*
 as a function of 
PR24LHTXT´s concentration. The rheological data corresponds to a frequency of 0.1 rad/s. 
The dashed line is to guide the eyes. 
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FIGURE 1 SEM micrographs of  1.9 % vol PP / CNFs composites: (a) PP / PR 24 LHT XT composites, (b) PP / 
PR 25 PS XT composites.  
163x90mm (150 x 150 DPI)  
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FIGURE 2 Electrical conductivity values versus volume fraction loadings of CNFs and corresponding fit using 
equation 1. R2 is 0.99 for the PP/ PR 24 LHT XT composites fitting.  
202x141mm (300 x 300 DPI)  
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FIGURE 3 Storage moduli of (a) PP / PR24LHTXT composites and (b) PP / PR25PSXT composites as a 
function of frequency at 190 º C.  
163x172mm (300 x 300 DPI)  
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FIGURE 4 Loss moduli of (a) PP / PR24LHTXT composites and (b) PP / PR25PSXT composites as a function of 
frequency at 190 º C.  
163x174mm (300 x 300 DPI)  
 
 
Page 21 of 26
John Wiley & Sons, Inc.

































































FIGURE 5 Inverse loss tangent of (a) PP / PR24LHTXT composites and (b) PP / PR25PSXT composites as a 
function of frequency at 190 º C.  
163x171mm (300 x 300 DPI)  
 
 
Page 22 of 26
John Wiley & Sons, Inc.

































































FIGURE 6 Complex viscosity of (a) PP / PR24LHTXT composites and (b) PP / PR25PSXT composites as a 
function of frequency at 190 º C.  
163x183mm (300 x 300 DPI)  
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FIGURE 7 The normalized log values of electrical conductivity σ, storage modulus G´, loss modulus G´´, 
inverse loss tangent G´ / G´´ and complex viscosity η* as a function of PR24LHTXT´s concentration. The 
rheological data corresponds to a frequency of 0.1 rad/s. The dashed line is to guide the eyes.  
221x169mm (300 x 300 DPI)  
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Nr CNF type CNF grade Polypropylene
1 PR24 LHT XT
2 PR25 PS XT
Borealis EE002AE
Table 1. Composites´ Nomenclature
CNFs Loadings
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G´/G´´ α (ф - ф c , G´/G´´)
t
0.49 0.52 0.99
G´ α (ф - ф c ,G´)
t
0.47 1.54 0.99
σ α (ф - ф c ,σ) 
t
0.42 1.75 0.99
Table 2. Fitting results for power-law relations in electrical and rheological experiencies
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